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The residential building sector accounts for approximately 37% of total U.S. electricity consumption.  Within the 
residential building sector, heating and cooling is the main target for peak load shifting/reduction since it is the largest 
contributor to peak demand.  In fact, the flexibility of residential HVAC loads can provide continuous variation of 
demand to provide grid services by varying their demand over a baseline. The performance of HVAC load control to 
provide grid services relies heavily on the accuracy of indoor air temperature or cooling/heating demand predictions 
and therefore the quality of building model. Besides forward models, popular building models are data-driven models 
which can be broken down into two categories: gray-box model, e.g. Resistance-Capacitance (RC) model and black-
box model. RC model, also called lumped capacitance or network model, which is constituted with electrical analogue 
pattern with resistance (R) and capacitance (C). In general, RC models require considerable computation burden and 
long periods of data to train limited number of model coefficients. Black-box models have gained increasing interest 
due to their capability in analyzing large-scale data and flexibility in practical applications. But, the data-mining based 
(machine learning algorithms/techniques based) models tend to have invisible model structures which poses a problem 
when trying to use the model for optimal control or model predictive control of the HVAC system.  
Hence, there is a continuing need for efficient online system identification techniques, which can provide explicit 
parameters for the model. Traditional regression models fit well for this specific purpose. This paper presents an 
innovative way to predict average indoor temperature in separate floors of typical detached residential house. A rolling 
horizon linear regression model, which includes online adaptive correction component, is proposed to predict the 
temperature difference between downstairs and upstairs. A RC model is used to predict the overall mean indoor air 
temperature. Since the adaptive algorithm needs to be implemented online, a less computation-demanding polynomial 
fitting algorithm is adopted. This kind of fitting problem can be cast as linear regression problem with multiple 
variables, parameters of which can be efficiently obtained by well-known gradient descent method. 
The validation is conducted by comparing the predicted results with the results from data-mining based models as 
well as measured data from a real typical detached two-floor house. The results show that the developed method has 




There were over 132 million housing units in the U.S., and of those 87% had heating, ventilation and air conditioning1  
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(HVAC) systems. In the southern United States, the percentage of homes with air conditioning approaches 100% 
[Cole, et al., 2014]. These air conditioning (AC) units tend generate considerable peak power demand. In recent 
research work, multiple AC optimal control and demand response methods have been proposed [Cui, et al., 2017]. 
It worth noticing that the accuracy and applicability of building thermal models used in these methods has considerable 
impact on the operating performance. Building thermal model which characterizes the properties of both building 
envelop and thermal mass contains significant thermal mass that can function like batteries to store and release energy 
for peak demand limiting, energy management and demand response with low cost and less environmental pollution 
[Motegi, et al., 2005]. It can be used as passive thermal storage to store cooling energy by implementing AC control 
measures, such as decreasing indoor temperature set-point during off-peak period. The stored cooling will be released 
by increasing indoor set-point or shutting down AC during on-peak period [Cui, et al., 2015]. Therefore, building 
thermal model is essential for developing building thermal solution.There are two main categories of building 
modeling methods according to ASHRAE: “Forward” and “Data-Driven” [ASHRAE, 2013]. Forward (white-box) 
model has parameters of physical significance but requires a relatively larger amount of building knowledge for 
practical implementations, which leads to unfit for large-scale optimal control. Data-driven models adopt an inverse 
approach for model development, assuming that there are certain mathematical relationships between model inputs 
and outputs [Dong, et al., 2016]. Data-driven models can be further categorized into “black-box” and “gray-box” 
models. The most popular gray-box method is Resistance-Capacitance(RC) model, also called lumped capacitance or 
network model. The values of R and C, are estimated based on samples of inputs and outputs by applying an 
identification algorithm, e.g. nonlinear regression algorithm, which typically minimizes a norm of either simulation 
errors or prediction errors [Kim, et al., 2016]. The RC models require relatively long periods of data to train model 
coefficients as well as considerable training time and computation burden. Black-box models have gained more and 
more interests due to their capability in analyzing large-scale data and flexibility in practical applications. Instead of 
high granularity data inputs, the developed black-box models are generally applied to predict overall power 
consumption in a house based on low granularity data inputs, such as past monthly utility bills [Edwards, et al., 2012]. 
Meanwhile, the data-mining based models tend to have invisible model structures which poses a problem when trying 
to use the model for optimal control or model predictive control of the HVAC system. 
In typical detached two-floor house in U.S., it is usual to use one AC system to realize controls of the respective 
temperatures in downstairs and upstairs by dampers. Alternatively, some new built houses are installed with two 
independent AC systems for downstairs and upstairs respectively. Therefore, there is a need to predict respective 
temperatures in upstairs and downstairs for practical and efficient optimal control of AC system. In this research, a 
simplified regression building modelling method is proposed to predict average indoor temperature in separate floors 
of typical detached residential house. A rolling horizon model, which includes online adaptive correction component, 
is proposed to predict the temperature difference between downstairs and upstairs. A RC model is used to predict the 
overall mean indoor air temperature. Since the adaptive algorithm needs to be implemented online, a less computation-
demanding polynomial fitting algorithm is adopted. This kind of fitting problem can be cast as linear regression 
problem with multiple variables, parameters of which can be efficiently obtained by well-known gradient descent 
method. 
 
2. Description of reference house and AC system 
 
As shown in Figure.1, the reference building being modelled in this research is a typical, single-family, detached house 
located in Knoxville, Tennessee. It was built in 2013 and is part of a large subdivision of similar homes built around 
the same time. The 2-story, 223 m2 (2,400 ft2) was built to meet the International Energy Conservation Code (IECC) 
2006 [60]. The AC system consists of a fan-coil air handler with variable-speed blower, a variable-speed heat pump 
and a zoning system which splits the house into two zones, i.e. upstairs and downstairs. The dampers in the zoning 
system are used to control airflow. Single damper position is indicated by a number which ranges from 0 to 15. 0 
means fully closed and 15 means fully-open. The position of the damper is used to calculate to the ratio of supply air 
delivered to each zone. In this research, the overall mean indoor air temperature, i.e. Tave, is set as the average of 
measured temperatures from two sensors, T1 and T2, which are in downstairs and upstairs respectively. The overall 
mean indoor air temperature (average indoor air temperature of both floors) is defined as the average of measured 
temperatures from two sensors which are located near the thermostats downstairs and upstairs respectively, as shown 
in Figure. 2. The measured temperatures from these two sensors are assumed to be mean average temperatures for 
downstairs and upstairs respectively. 
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Figure 1: A view of reference house in Tennessee 
 
Figure 2: Thermostats at downstairs and upstairs 
 
3. Models development 
 
This section presents the gray-box, i.e. RC, model development for prediction of overall mean indoor air temperature. 
The developed online rolling horizon model is then introduced.  
 
3.1 RC model development 
 
A 4R4C mode is proposed in this study, as shown in Figure 3, to predict overall mean indoor temperature, i.e. Tave.  









































+ 𝐶3𝑄𝑠𝑜𝑙𝑎𝑟                                                      (4) 
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Rattic, Rim, Rroof, and Rw are the equivalent overall thermal resistance of attic floor, internal thermal mass, roof and walls 
(K/W) respectively. Cattic, Cim, Cin and Cw are the equivalent overall thermal capacitances of attic air, indoor air, internal 
mass and external walls, (J/K) respectively. All resistances and capacitances are assumed to be time-invariant.  
It is necessary to consider the building internal mass, which includes interior partitions and furniture, independently 
since the effect of building internal mass on cooling/heating energy consumption and indoor temperature is significant. 
Qint is the sum of sensible internal heat load (W) from indoor heat resources, such as human, equipment and lighting, 
which is approximated by adding the sum of circuits, i.e. the total electrical energy use for each electrical circuit in 
the house, on each level for the separate floor.  
The solar radiation through window is characterized by Qsolar (W) in the following: 
 
𝑄𝑠𝑜𝑙𝑎𝑟 = 𝐹𝑤𝑖𝑛(𝑡)𝐼(𝑡)𝐴𝑤𝑖𝑛,𝑡𝑜𝑡𝑆𝐻𝐺𝐶                                                              (5) 
 
where, I is the direct normal solar irradiance (W/m2). Awin,tot is the total window area (m2). SHGC is the solar heat gain 
coefficient of windows. Fwin is the area-weighted average of view factors of windows with different orientations, 









                                                                          (6) 
 
 
Figure 3: Schematics of the simplified building thermal network model (4R4C) 
 
Subscript i indicates the orientations, i.e. east, south, west and north. Awin is the general area of window (m2). Fi is the 
view factor for windows with different orientations. It worth noticing that one assumption is that available information 
is limited in terms of numbers of measure points, e.g. one indoor temperature data measurement available only. QAC 
is the total cooling capacity (W). The effective heating/cooling gain coefficients C1, C2 and C3 are therefore introduced. 
C1, C2 and C3 are used to adjust Qint, QAC and Qsolar for unknown factors. All C1, C2 and C3 are assumed to be unknown 
and need to be identified by searching algorithm illustrated latter.  
The effects of solar radiation on walls and roof are considered by calculation of Tsol,w and Tsol,r respectively, which are 








𝐹𝑟𝑜𝑜𝑓(𝑡)𝐼(𝑡) + 𝑇𝑜𝑢𝑡                                                       (8) 
where, α is the absorption coefficient of wall and roof. Tout is outdoor dry bulb temperature (°C). h is convective heat 
transfer coefficient of roof and exterior wall surfaces (W/m2 K), which is calculated by the correlation between h and 
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ℎ = 𝑥𝑉𝑤𝑖𝑛𝑑 + 𝑦                                                                           (9) 
 
where, Vwind is the wind speed (m/s). x and y are the regression coefficients.  
Fw and Froof in Equation (10) and (11) are the area-weighted averages of view factors of exterior walls and roofs with 
different orientations. where, Aw is the general area of each wall (m2). Fi is the view factor for walls with different 














                                                                         (11) 
 
Given a set of parameters, the RC model predict the profile of overall mean indoor air temperature, i.e. Tave, then we 
can evaluate the fitness between the prediction results and measured data by the objective function. The objective 
function of the optimization employs the integrated root-mean- square-error (RMSE), as defined in Equation (12): 
 





                       (12) 
 
where, Tave,act is the measured overall average building indoor dry bulb temperature. Tave,simu is the result from the 
model. The parameters are identified by particle swarm optimization (PSO) method. As one of the swarm intelligence 
algorithms, PSO has a well-balanced mechanism to enhance and adapt global and local exploration abilities [Kusiak, 
et al., 2010].  
 
3.2 Online rolling horizon linear regression model development 
 
Multiple linear regression attempts to model the relationship between two or more explanatory variables and a 
response variable by fitting a linear equation to observed data. Every value of the independent variable x is associated 
with a value of the dependent variable y. Multivariate linear regression at one-time step is shown: 
 
𝑦𝜃(𝑥(𝑘)) = 𝜃0 + 𝜃1𝑥1(𝑘) + 𝜃2𝑥2(𝑘) + ⋯+ 𝜃𝑛𝑥𝑛(𝑘)                                          (13) 
 
Where, n is number of features, xi is input feature, y(x(k)) is output measurement that we are predicting. θi denotes all 
the parameters or coefficients. k denotes time step for k=1,2,…m. 
For convenience of notation, by simple linear algebra, we can define Equation (14) and Equation (13) can be re-written 































∈ 𝑅𝑛+1                                                          (14) 
 
𝑦𝜃(𝑥(𝑘)) = 𝜃0 + 𝜃1𝑥1(𝑘) + 𝜃2𝑥2(𝑘) + ⋯+ 𝜃𝑛𝑥𝑛(𝑘) = 𝜃
𝑇𝑋                                     (15) 
 





∑ (ℎ𝜃(𝑥(𝑘)) − 𝑦(𝑘))
2𝑚
𝑘=1                                                               (16) 
 
Another way to interpret the cost function is to treat it as a function of the decision variables/coefficients θ. Basically, 
we want to find the optimal set of parameters θi that achieve the least errors over the past m measurements.  
It’s worth mentioning that, we will solve this optimization in an online moving horizon fashion. The heat transfer in 
the stair area due to the convection effect is hard to be observable or estimated, and this dynamic and intermittent heat 
transfer along with mass transfer is hard to be described by a simplified building thermal model, e.g. RC gray-box 
model. Therefore, we develop this adaptive learning model to update our linear regression model based on the most 
recent m measurements. Moving horizon means, as new measurement comes in, our model will keep updating the 
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model as well. Specifically, the developed moving horizon linear regression model is used to predict the temperature 
difference between downstairs and upstairs based on various available measurement data. Generally, this can be solved 
by standard gradient descent technique, which will guarantee the global minimum solution even when multiple 
features we chose are heterogeneous in physical meaning or scale. Two rolling horizon models with different number 
of input variables are developed. The first one with 4 variables, e.g. previous measured Tamb, Tattic, Qint,1, Qint,2, is shown 
in Equation 17 and the second one with 6 variables, e.g. previous measured Tamb, Tattic, Qint,1, Qint,2, Qac,1, Qac,2, is shown 
in Equation 18.  
 
∆𝑇 = 𝑓𝑅𝑜𝑙𝑙,𝐿 (𝑇𝑎𝑚𝑏 , 𝑇𝑎𝑡𝑡𝑖𝑐 , 𝑄𝑖𝑛𝑡,1, 𝑄𝑖𝑛𝑡,2 )                                                           (17) 
 
∆𝑇 = 𝑓𝑅𝑜𝑙𝑙,𝐿 (𝑇𝑎𝑚𝑏 , 𝑇𝑎𝑡𝑡𝑖𝑐 , 𝑄𝑖𝑛𝑡,1, 𝑄𝑖𝑛𝑡,2, 𝑄𝑎𝑐,1, 𝑄𝑎𝑐,2 )                                                 (18) 
 
where, Qint,1 and Qint,2 are the sensible heat gain in downstairs and upstairs respectively.  Qac,1 and Qac,2 are the cooling 
supply in down stairs and upstairs respectively, ∆𝑇 represents the temperature difference between two floors. Tamb is 
the ambient temperature. In this research, we use previous 6 hours’ measured data to update the model and predict the 
temperature difference between downstairs and upstairs in the future 1 hour. 
 
4. Results and discussion 
 
4.1 Training and testing results of the RC model 
 
In this sub-section, the data collected from the reference building in different consecutive time periods with various 
operation conditions, e.g. different schedules of AC indoor temperature set-points, as well as different outdoor weather 
conditions are used for training and validating the RC model. The data collected from Apr 21, 2017 to May 15, 2017 
are used for training section and the data collected from Jul 2, 2011 to Jul 14, 2017 are used for validationThe resulting 
parameters identified by PSO are: Rw = 0.0434 K/W, Rattic = 0.0235 K/W, Rroof = 0.00133 K/W, Rim = 0.00094 K/W, 
Cw = 5,138,697 J/K, Rroof = 0.0013 K/W, Cattic = 824,268 J/K, Cim = 23,365,561 J/K, Cin = 8,666,667 J/K, C1 = 0.666, 
C2 = 0.773, C3 = 0.1. 
The data collected from Jul 2, 2011 to Jul 14, 2017 are used for model testing. The results are shown in Figure 4. Tact 
is the measured overall mean indoor air temperature and TRC is the indoor temperature from the model for a 24-hour 
prediction horizon. To quantify the deviations of the predicted data from the measured data in both training session 
and validation sessions, two indices are used to evaluate the deviations: mean absolute error (MAE) and RMSE. Table 
1 lists the two accuracy indices of the developed model in training and validation sessions. It can be found that the 
developed RC model has satisfactory performance in prediction of the overall mean building indoor temperature under 
different scenarios. 
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Table 1: Accuracy indices of the developed RC model 
Time Training/Testing MAE RMSE 
   Apr 21, 2017 to May 15, 2017 Training   0.345◦C 0.458◦C 
Jul 2, 2011 to Jul 14 2017 Validation  0.531◦C 0.654◦C 
 
4.2 Training and testing results of the online rolling horizon models 
 
The validation/testing of online rolling horizon model is conducted by comparing the predicted results with the results 
from data-mining based models as well as measured data from a real typical detached two-floor house. Three machine 
learning algorithms, i.e. artificial neural network (ANN), random forests (RF) and gradient boosting tress (GBM), are 
also introduced to realize prediction of same variable for comparison with the results from rolling horizon model. 
They are relatively mature solutions in capturing complex relationships and their performance has been validated in 
previous studies. The Figure 5 shows the training results of the three machine learning algorithms. In the Figure 6, the 
testing results of both online rolling horizon models and data-mining based models are shown. The indices MAE and 
RMSE of the testing results from rolling horizon model and each machine learning method and is listed in Table 2. 
From table 2, we can conclude that the rolling horizon linear regression models have better accuracy. In addition, the 
model with 6 inputs, e.g. Tamb, Tattic, Qint,1, Qint,2, Qac,1, Qac,2,, has the best results. 
 
 
Figure 5: Training results of three machine learning algorithms 
 
Table 2: Prediction performance of each method. 
Methods MAE     RMSE 
Rolling horizon (4 inputs) 0.485◦C 0.816◦C 
Rolling horizon (6 inputs) 0.465◦C 0.784◦C 
ANN 1.135◦C 1.459◦C 
RF 1.204◦C 1.509◦C 
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Figure 6: Testing results of rolling horizon models and data-mining based models 
 
4.3 Performance evaluation of proposed modelling method 
 
The overall performance evaluation of the proposed simplified regression building modelling method is conducted. 
The RC model is used to predict the overall mean temperature in the online rolling horizon model training/test period. 
The results are shown in Figure 7. The MAE and RMSE are 0.475◦C and 0.611◦C respectively. The final results, i.e. 
the predicted average temperatures in respective floors (T1 and T2), produced by RC model plus different black-box 
modeling methods are then calculated, as shown in Figure 8 and 9. The indices MAE and RMSE of the final results 
are listed in Table 3. Compared to the accuracies of the results from data-mining based models + RC model approach, 
the results from the rolling horizon model (6 inputs) + RC have the best prediction performance. The accuracy 
improvement is more obvious in terms of T2 prediction. 
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Figure 8: The predicted T1 comparison (Jun 30 to Jul 7,2017) 
 
 
Figure 9: The predicted T2 comparison (Jun 30 to Jul 7,2017) 
 
Table 3: Overall prediction performance of developed hybrid modeling approach 
DeltT prediction 
method 




T1 0.595 0.751 
T2 0.822 1.046 
RF 
T1 0.581 0.740 
T2 0.865 1.090 
GBM 
T1 0.593 0.751 
T2 0.841 1.080 
Rolling horizon (4 
inputs) 
T1 0.563 0.756 
T2 0.553 0.736 
Rolling horizon (6 
inputs) 
T1 0.529 0.705 
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In this research, a simplified regression building modelling method is proposed to predict average indoor temperature 
in separate floors of typical detached residential house in U.S. A rolling horizon model, which includes online adaptive 
correction component, is proposed to predict the temperature difference between downstairs and upstairs. A RC model 
is used to predict the overall mean indoor air temperature. The validation is conducted by comparing the predicted 
results with the results from data-mining based models as well as measured data from a real typical detached two-
floor house. The results show that the developed method has the best prediction performance in predicting the 
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